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ABSTRACT

Lifestyle developments on the global scale which manifest themselves in increased travel,
mcreased elderly populations in assisted care facilities, and urbanization require increased
attention to fire safety in dense occupation environments. Statistics spanning decades have
shown that the key factor in fire fatalitics is CQ inhalation, termed loosely “smoke inhalation,”
not only in the fire enclosure but in arcas remote from the flames. The current study was geared
at developing correlations to relate the levels of CO, CO», and UHC produced and the amount of
O depleted during compartment fires to the burning compartment global equivalence ratio
iGER). This is a first step in a study. which will include a study of fire products transported to
adjacent enclosures, and the development of engineering correlations. Tests were conducted in a
19-scale 1ISO compartment with fully scaled door openings, using n-hexane pool fires within the
center of the compartment. Two fire scenarios were simulated, a fully and partially opened door,
by varying the door width. The results, in form of concentrations of the fire products as a
function of equivalence ratio (corrected for various transport times) were compared with previous
nood and special configuration compartment studies. The present work indicated that the
residence time of the gases within the compartment has an effect on both the carbon monoxide
levels and the carbon dioxide levels. The narrow door configuration yields the lowest CO levels
and the highest CO; levels. This is expected since the residence time of the gases within the
narrow door (19.5 sec) is more than twice that of the baseline door (9.3 sec), therefore the there is
more tme for the CO to oxidize to CO». The unburned hydrocarbon levels are not effected by
the residence times in this study since UHC’s have a higher reaction rate than CO under the
present fire condition. Therefore, the fevels of UHC's will be dependent only on the availability
of free oxygen.
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INTRODUCTION

Approximately two thirds of all deaths resulting from enclosure fires can be attribusdf
to the presence of carbon monoxide (CO) [1]. Fircs occurring in occupancies such ;,;;
hospitals, dormitories, and nursing homes, pose a serious threat to occupants presant not Onl
in the room of origin but also to those occupants tocated in adjacent spaces, as well a5
locations remote from the fire [1]. The ability to predict/estimate the levels of CO produyg
and transported to adjacent spaces during compurtment fires would significantly mCl‘Cdsc-;‘
occupant safety. Furthermore, it is desirable 1o be able to correlute these levels to prim
parameters like the global equivalence ratio (GER) which incorporate physical parameters’
like the fuel burn rate and air entrainment rate,

Over the years several studies have been performed to better understand ths
development of combustion products within compartment fires.  The first studies wepe
performed with open fires situated under a collection hood. Beyler[2], Toner{3] ang
Morehart[4] showed reasonable corrclation between the species levels and the GER. Beyler
used a variety of fuels while Morchart and Toner used natural gas. Beyler and Morehan
measured combustion product gas temperatures in the range of 470 to 600K[5], while Toney
measured gas temperatures ranging between 500 and 870K([5]. Based on known H%'
chemical kinetics, at these temperatures, sce Pitts[5]. the levels of O, CO, and CO,
expected, and indeed were dependent on gas temperature as well as the GER.

Tewarson[6], Gottuk{7], and Bryner, Johnsson, and Pitts[8] performed studies in
scaled compartments. The study performed by Tewarson consisted of using wood cribs
suspended within the compartment with ventilation provided via full-width windows tocate@
at either end of the compartment. The air entrainment rate into the compartment was,

considered to be ventilation limited, i.c. My ~!\As/_ where K is the enclosure conslam

a,

typically take to be 0.5 kg/s~xn5f2, is the opcnmg area [m?], and H is the height of Ihc
opening [m][9]. It should be mentioned that calculating the air entrainment rate using the
ventilation limit can produce significant errors in the data. :

In Gottuk’s experiments air was entrained into the compariment through an inlet duct
located at the base of the compartmient and exhaust gases were vented through an opening m
the upper portion of the compartment. With this test setup Gottuk simulated an ideal two-
layer system, in which the actual mass flow rate into and out of the compartment could bc
measured and calculated directly. Burning, n-hexane, PMMA, spruce, and polyurethane.
Gottuk found similar correlations between the combustion species and the GER within thé
compartment, as were found in the hood experiments.

A third reduced scale compartment study was performed by Bryner, Johnsson, anﬂ
Pitts{8Jon a 2/5-scaled ISO standard compartment. Natural gas was supplied from a bumar
placed in the center of the compartment floor. The concentrations of O; and combustiop
products measured within the compartment were non-uniform, especially between the from&;,‘
and the rear of the compartment, where high CO levels were measured in the front and high
0, levels were measured in the rear, Therefore, Bryner, Johnsson, and Pitts stipulated that "
the concentrations within the compartment could not be correlated to a single GER for the..

compartment, instead local GER’s would be required. No attempt was made to correlate the
species yields to the GER. Bryner, Johnsson, and Pitts attributed the non-uniformity of the
concentrations within the compartinent 1o the presence of a door in their compartment, which
was not present in the previous studies of Tewarson[6] and Gotwk.[7] Also, the
compartment clearly presented a different reactor geometry than in the hood experiments of
Beyler[2], Morehart[4], and Toner{3]. There is no doubt that the reacting flowfield inside the ‘
compartment is different in the presence of a door compared with the, purposeful yﬂ_
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artificial, separated vent system of Gottuk[7]. The fluid dynamics may have been also altered
Jue to the use of a gaseous fuel jet instead of a vaporizing liquid or solid.

In the present paper results of a study of the correlation between the species levels
from a fire in a fully featured and scaled compartment are reported. The final objective of the
effort 15 to develop correlations between the species levels that are transported to remote
Jocations away from the fire origin and an appropriate equivalence ratio, which is based on
hasic quantities like fuel and oxidizer flow rates and system geometrical factors.

EXPERIMENTAL METHODS
Facility

Experiments were performed in a half-scaled ISO 9705 standard compartment shown
in Figure I. The compartiment dimensions are 1.22m wide by 1.83m deep by 1.22m high.
The compartment was lined with 25.4mm thick Fire Master fiberboard. The wall thickness
was scaled based on heat transfer similarity. The door dimensions were scaled based on
dynamic flow similarity (ventilation and residence time parameters) to insure that the
velocities and residence times of the gases within the compartment were scaled appropriately
as well.

Sampling Line

Compartmerit
Thermocouple
Rake

122 m
0.82m

Fuel Pan
Door
Thermocauple
1.83m \/ Rake

Figure 1: Half-scaled ISO 9705 Compartment with Instrumentation

Using these scaling laws the door was calculited to be 0.82m high and 0.33m wide; termed
here the baseline door. To simulate a partially opened door, the width of the door was
reduced to 0.165m while the height was maintained at 0.82m. In order to allow the formation
of an upper layer a 0.4m deep soffit was used above the door. The fuel source was n-hexane
placed in a pan situated in the center of the compartment for alf tests. The hexane fires varied
1n size ranging from 65 kW to 900 kW.

The compartment was located under a fume hood in a manner ensuring the collection
of all exhaust gases from the compartment upper layer. The compartment door was directly
under the center of the 1.5m by 1.5m fume hood which has an exhaust fan capacity of 2.38
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m/sec. A special gas sampling probe was constructed which enabled the mc‘muremenm
local species concentrations and gas temperature simultancously.  This was mlCCOmphshm
using an aspirated type K Ihumo;ouplc inside the tip of the sampling probe. THE
concentrations of product species, carbon monoxide (CO), carbon dioxide (CQ,), ankf“
unburmed hydrocarbons (UHC, measured as equivalent CoHy), were measured along with m’”
concentration of oxygen {0;). The sampling probe was located 0.10m down from the'
compartment ceiling and at 8 different ceiling locations for the compartment uppe; |aymﬁ
mapping and at a single location for the remainder of the tests.

The mass flow rutes through the door were calculated using the temperature PTOﬁIe
method discussed by Janssens and Tran[10]. The temperature profiles were determined by
using two racks of aspirated type K thermocouples.  Each rack containing 8 thermocoupley® ¢

that were evenly spaced 0.10m apart. The racks were located in the doorway and front Jefy

corner of the compartment as shown in Figure 1.

EXPERIMENTAL PARAMETERS

The experimental parameters examined in this investigation were he fire size andg”*

door width, while the analyzed parameters were the species concentrations and the glgbal
equivalence ratio (GER). The GER for the compartment was varied by using different size r;n.
hexane pools and by changing the door width. The narrow door limits the airflow into me
compartment. This has two, potentially counteracting, effects on the fire dynamics inside t?)
compartment. First, it limits the amount of oxygen available. Secondly, due to the Iow
entrained flow rate the residence time of the reacting flow increases. The importance of lhe
effects is discussed later. Two basic definitions used later in the paper are provided below,

Global Equivalence Ratio

The amount of oxygen available to the fire relative to the fuel cvapomuon/supply rate
determines whether a fire is fuel or oxygen limited. In the fuel limited (well-ventilated) cas;e:J
the fire has sufficient amount of air to burn all of the fuel produced, while in an oxygm
limited (under-ventilated) case the fire has insufficient amounts of air 1o burn all of the fu«:w
The global equivalence ratio, ¢, for the compartment quantifies whether a fire is well- of
under-ventilated. The GER can be calculated by using:

(gl
m

ar . (1)

stoichiometric

Q =
comp

'”fu(l

.
ar

)

A fire is considered well-ventilated, under-ventilated, or stoichiometric for ¢<1.0, ¢ > 1.0:
and ¢ = 1.0 respectively.

Residence Time

The global residence time was defined, as the amount of time a unit volume of gas
remains within the compartment, 1t is calculated using:
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’ (2)

aiohul residence ume of the gasces within the compartment (s),

15 the volume ol the upper layer, the calculution of the upper layer volume is
axplained below,

vulumetrie flow rate of entrained air (m/sec),
gas temperature 10 the upper layer (K), and
ambient gas temperature assumed to be 293K,

e present work, it was visually observed that during the fully developed compartment
«es u single layer fire existed us opposed to a twe-layer system, which is typically assumed
- nres of this nature. A still photograph for one of the fires used 1s shown in

Figure 2: Compartment fire with baseline door configuration, the flames
within the compartment extend to the floor.

The wir was entrained into the compartment via an ‘air tunnel.” The ‘air tunnel” dimensions
an be quantified as the width of the door with a height equal to the upper layer interface
serght (~0.35m) and extending back to the fuel pan (<0.915m). The volume of the upper
aver was therefore assumed 1o be the full volume of the compartment minus the volume of
e tunnel.
I'he tollowing results represent a total of 27 tests of which 14 were performed with
e baseline door width (0.33m) and 13 were performed with the narrow door width
D.163m). The n-hexane pool diameters varied between 0.1 m and 0.28m, providing a range
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of GER’s between 0.5 and 3.5, For each lest configuration a minimum of two tests iR
performed.  The concentrations shown represent an average over the quusi-stcudy.ﬁg«{*éi
periods of the developed fire.

The quasi-steady period was determined by examining the time traces of the
entrainment rate, fuel mass, fuel mass foss rate, GER and CO concentrations for each test,
The first step for determining the quasi-steady-state period was to examine the combineg
time trace of the air entrainment rate, fuel mass, and fuel mass [()ss rate versus time. Ip most
instances there exists u time intervid for which the fuel mass loss rute and air entrainment rgy,
are approximately constant. Examining the GER and CO concentrations versus time for the
same time period, it was seen that this period also includes the CO build-up time within the
compartment. The build-up time corresponds to the time required for the different species
concentrations to reach a steady-state. The build-up time is a funcuen of the transport time
{on the order of 0.5 to | second) from the firc source to the upper layer and the mixing time
within the upper layer. Both times are directly related to the fire and ventilation size. Due g
the build-up period, the time interval defining the quasi-steady-state period is shifted so g
include only the stcady-stite species concentrations,

RESULTS

Before emburking on the parametric study of the species concentrations as a function
of the firc parameters, the characteristics of the upper layer inside the compartment wé?é
determined. Mapping of the species concentrations in the upper layer was performed b?/
sampling gases at eight (8) separate locations within the compartment. The concentrations
map is shown in Figure 3.

Right
=
,@© 8% [} @ 21% N
UM 1.2% O 23% UHC 15%
W, 103% UHC 16 % o, 92%
0 02% o 99% 0, 01%
0 0% -
@ 23% 0 24%
HC 13% UHC 15% Door
Rear o O 99% @ 98% B
0 03% ,  02% Front
@™ 23%
Q19w U 200 o 24%
UHC 3% O 95% LHC 20%
m, 103% O, 0D% @, 94%
WO 02% n o ol N
Left

Figure 3: Wet Concentrations of CO, CO,, O, and UHC in the upper
layer; GER = 1.7, 576 kW fire.

Uniform concentrations, within 5-10%, for all species are seen inside the compartment.
Therefore, the gases could be sampled from only one location and be representative of the
entire upper tayer. The sampling probe was therefore located 0.10m below the compartment
ceiling and 0.20m back from the front wull. This location was chosen since (1) it guaranteéﬁ
that the gases would be sampled from the upper layer and not from the upward rising gases
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prOdUCCd by the fire plume, and (2) these arc the gases exiting the compartment and
”-unsporled to remote locations.
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Figure 4: O, wet concentration versus the global equivalence ratio and
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Figure 6: CO wet concentration versus the global equivalence ratio and
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Figure 7: UHC wet concentration versus the global equivalence ratio and
door width.
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The concentratons of O,, CO;, CO, and UHC for the bascline and narrow doors as a
..peuion of equivalence ratio are shown in Figure 4 through Figure 7. Present data was
-mpared with data available from Beyler{2], Gottuk[7], and Bryner, Johnsson, and Pitts{8].
+mee points should be noted about the data taken from Bryner, Johnsson, and Pitts:

h |i)‘ Only the data taken at the front of the compartment is included. This location was
chosen since this was the same location al which measurements were taken in this
study.

The data was digitized {rom the figures provided and there is an associated error of
+1.0% for the reported GER values and reported concentrations.

:3) The data 1s not for #-hexane, but for natural gas, CH,.

L)

DISCUSSION

During post flushover fires it is expected that the air entrainment rate through the door
+1o the compartment will be slightly less than the ventilation limited, which is the
wweoretically maximum amount of air thut can be entrained into the compartment and in
sowwal situations s not reached. The ventilation limited air entrainment rates for the narrow
wnd baseline door are 0.061 kg/s and 0.123 kg/s respectively. The air entrainment rates into
e compartment, as obtained from the thermocouple measurements, for the narrow and
~aselime door are shown in Figure 8 versus the ideal fire size. The ventilation limit for each
Joor width is also shown. The linear profiles abserved are expected since the air entrainment

¢ 15 only a function of the size of the vent opening and not the fire size. The average
cdculated values for the narrow and baseline door was 0.056 kg/s and 0.109 kg/s
wpectively, differing by only 8.2% and 11.4% respectively from the theoretical maximum.

The GER is u function of the air entrainment rates into the compartment. Since there
. no direct methoed for measuring the flow rates into and out of the compartment available, it
~ necessary to determine if the calculated GER’s were accurate. For this purpose the present
<udv must rely on some test based observations/results of previous works. In previous
sadies[2J17][8] it was shown that at a GER of 1.0 the oxygen concentration dropped
pproximately 1o zero. The O; concentration as a function of the global equivalence ratio for
ho present study is shown in Figure 4. The concentrations of O,, seen in Figure 4 follow a
wmilar trend for narrow and baseline door widths and agree well with the data from the
rrevious studies. In all of the studies, except Beyler, the oxygen concentration does in fact
Jecrease to approximately zero at equivalence ratios of 1.0. Oxygen concentrations in
Bevler's[2] study did not approach zero at equivalence ratios greater than 1.0, which can be
«tnbuted to the lower gas temperatures in the hood experiments leading to lower reaction
“uics.{5] The agreement between the results indicates that the calculated GER is valid. As a
consequence the method of Janssens and Tranf10] for determining the mass flow rates of air
«nd combustible products into and out of the compartment was accepted as valid for the
present configuration.

Confidence in the air entrainment rates and the GER allows the examination of the
other species, CO,, CO, and UHC as a function of the GER. The CO, concentrations, shown
' Figure 5, indicate separate trends between the two door geometries and the other studies
yuoted.  The CO; concentrations of Beyler{2] and Bryner, Johnsson, and Pitts[8] reach a
maiimum of approximately 8.5% CO; at an equivalence ratio of 1.0, while both the current
-<udy and Gottuks indicate levels as high as 11% CO,. The lower CO; concentrations seen in
Bevler's data can be attributed to the lower gas temperatures in the hood experiments, 470K

OUUK, compared with upper layer temperature of 875K-1100K in the present study. At the
wmperatures of Beyler’s study CO to CO; conversion is frozen[5], at the levels generated in
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the fire plume below the hood. The lower CO: concentrations in the tests of u
Johnsson, and Pitts[8] were attributed to tewer carbon atoms present in natural gas (CH '
opposed 1o r-hexane (CyHps). I alt of the cases however at equivalence ratios greme}
1.0 the measured CO- concentrations decreased with increasing equivalence ratio, Th ;
simply explained by the hmited oxygen uvailability for globul equivalence ralios greae; g
1.0.
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Figure 8: Steady state air entrainment verses fire size and door width.

The narrow door configuration in the current study yields the highest levels of Cgi,
especially around an equivalence ratio of 1.0. Since the conversion of CO to CO; requig®
the availability of oxygen, the controlling parameter in this conversion 1s the present sl
appears to be the residence time. The residence time of the gases within the compart
was calculated to be 9.3 seconds for the baseline door and 19.5 seconds for the narrow do_o;rz

The CO concenirations are shown in Figure 6. The levels of CO are approximatf;];
zero below equivalence ratios of 0.75 and begin to increase for higher equivalence ratioh.

This same trend is seen in the other studies. In all three studies the CO concentration seeis
10 plateau at equivalence ratios greater than 1.5. Significant scatler is seen however at hlg!@l’
equivalence ratios in the duts of all of the studies quoted here.

As was seen with the COs concentrations, the two door geometries of the cumgﬂ
study indicate different concentration levels of CO. Higher levels of CO, 3.0%, are seen i@,
the baseline door while for the same equivalence ratio, 1.5, the narrow door CO levels |
only 2.0%. The UHC’s levels measured in the present study compare well with data fl}%ﬂ
Beyler[2] and Gottuk([7], and are shown in Figure 7. Toner[3] and Morehart{4] both repO!'jlgﬂ
that the UHC’s increased linearly with the global equivalence ratio, a linear increasg is 2ig8
observed in the current study. No difference between the two door geometries is obser\/@q \

the current study for UHC levels. These trends are expected since the shorter residence i
within the baseline compartment provides less time for the CO to be oxidized to CO2 Wllh,ﬂh‘
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_abie oxygen, however since UHC's will react with free radicals more readily than CO,
aequently more CO results and fess UHC.

oL MMARY

The objective ol this study was to determine 1f the species tevels within a fully scafed
.ppartment with realistic features could be correfated to the globul equivalence ratio for a
sdensed phase fuel. The data included two door scenarios, fully and partially open,
aulated by varying the door width.  The calculated air entruinment rates were shown to
sate by no maore than 1H4% from the ventilation limit for both door geometrics. The
bl equividence ratio, which is a function of the air entrainment rate, was shown to be
1d tor the present geometry by comparing oxygen concentrations from the present study to
e of previous studies. The current findings have shown that the combustion products and
~otants correlated well over a wide range of equivalence ratios, 0.5 ta 3.5 for both door
cometries. The present data follows the same trends as data from previous work performed
- hood experniments, special test apparatus, and reduced scale enclosures, however it has
cn shown thal the residence time for the gases within the compartment impacts the levels
- (02 and CO.  No effect of the residence time is seen on the unbumed hydrocarbon

neentrations.  The longer residence time of the gases within the compartment with the
_row door allows more time for the CO to oxidize to COs. Since the UHC’s react more
_oudly with free oxygen radicals. the levels of UHC’s depend not on the residence time but
- the available oxygen. Further development of the correlations for the evolution of these
- ¢ product gases in adjacent spaces is the subject of the continuation of the study reported

T
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